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3/4“, 640x512 Pixel SWIR-Camera USB3.0 or GigE Interface with Trigger 

SC640TR-UMV or GMV 
Key Features: 

 0.33 MPixel (640x512)
 3/4“ Format
 15x15µm Pixelsize
 Global Shu er
 900nm –1700nm
 Low / Med / High gain
 16µs—5s
 400fps
 USB3.0 or GigE
 Trigger I/O
 2x GPIO‘s
 C Mount
 EHDView So ware
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Specifica ons: SC640TR-UMV/GMV 
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Image Sensor 3/4“ InGaAs Sensor 

Resolu on 640 x 512 

Pixel Size (H x V) µm 15 x 15 

Dynamic Range 70.59dB (LG), 67.96dB (MG), 47.98dB (HG) 

Sensi vity 19120mV 

Readout Noise 586.82e (LG), 35.05e (MG), 68.44e (HG) 

A/D  8bit / 14bit 

Exposure Control 16µs ~ 5s 

Frame Rate 400fps USB3.0 / 335fps GigE 

Lens Mount C-Mount

Opera on Temperatur -30°C ~ 60°C

Power source 12V DC

Dimensions ( WxHxD) mm 45x45x64.5

Weight ( without lens ) TBD 

Dark Current 31fa@0.1V&18°C 

External trigger 1 opto-isolated input , 1 opto-isolated output, 2 GPIO 

Digital Binning 1x1, 2x2, 3x3, 4x4, 5x5, 6x6, 7x7, 8x8 

Conversa on gain high / medium / low 

EHD331KMB-UMV/GMV Dimensions 


